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Features ,
Cylinder M8 M12 M18 M22 M30
Quick response, Long operation life, Reliable action,

high anti-interference, and anti-shock, water-proof ability.

Widely applied to measuring, counting, Rpm measuring in

mechanism, chemical, paper manufacture light industry, etc.

[ | Output Current: A: 50mA B: 100mA C: 200
Detect Distance: 2: 2mm 4:4mm 5: 5mm 8: 8mm
10: 10mm 15: 15mm 20: 20mm

Ouput Mode: N:NPNNO NC:NPNNC P: PNP NO PC: PNP NC @ C E@

Y: ACNO YC: ACNC X:DCNO XC:DCNO

Housing: S: Square W: Flat H: Proluberant
8: M8 12: M12 18: M18 22: M22 30: M30

Connector: Blank: With cable I: Straight Connector PIN4 L: Bend Connector PIN4

Ordering Code

T™XO—

TX Series Inductive Sensor

For cxample: TX-12N4C means Inductive proximity scnsor with on conncctor, sensing distance is 4mm, cylindrical type
12mm in diameter, NPN. NO, max. output current is 200mA.

Technical Data & Sizes

Technical Data

With straight Connector

Cycinder Type

Square Type

Flat Type

Proluberant Type

Power Supply

12-24VDC

12-24VDC

12-24VDC

12-24VDC

Detect Object

Magnetic metal

Magnetic metal

Magnetic metal

Magnetic metal

Housing Material

Metal

ABS

ABS

ABS

Ambient temperature

-25~70C

-25~70C

-25~70C

-25~70C

1P rating

1P66

1P66

IP66

1P66

Output Mode

NPN, PNP, AC, DC

NPN, PNP, AC, DC

NPN, PNP, AC, DC

NPN, PNP, AC, DC

Sizes

M8, 12, 18, 22, 30

18X18, 30X30, 40X40

Size

Square 18X18

Proluberant Type

Square 30X30
30

YOTO Electric Co.,LTD

Square 40X40

M8,12, 18, 22, 30
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Square Type

86-760-22112809

Fax: 86-760-22104808

3rd Floor, No.25 Building, Sicong Industrial Area
Email: sales@yotochn.net

Xiaolan Town, Zhonshan Guangdong China
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